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Product Description  
Functions and features 

	
  

	
  

OP510	
  Toolmonitor	
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1. General	
  Information	
  

The	
  OP510	
  tool	
  monitor	
  is	
  used	
  as	
  interface	
  between	
  the	
  MCD	
  TestManager	
  CE	
  and	
  the	
  OP510	
  Fiber	
  Optic	
  Power	
  
Meter.	
  The	
  tool	
  monitor	
  simplifies	
  the	
  integration	
  of	
  the	
  "OP510.dll"	
  into	
  the	
  TestManager	
  CE	
  Interpreter.	
  

	
  

2. Configuration	
  
A	
  serial	
  number	
  can	
  be	
  selected	
  and	
  entered	
  in	
  the	
  tool	
  monitor	
  setup.	
  If	
  the	
  serial	
  number	
  is	
  present,	
  the	
  tool	
  
monitor	
  only	
  connect	
  to	
  a	
  device	
  with	
  this	
  serial	
  number.	
  

	
  

	
  

Configuring	
  the	
  serial	
  number	
  

	
  

3. Power	
  meter	
  

The	
  "Power	
  meter"	
  form	
  is	
  used	
  for	
  displaying	
  and	
  manual	
  triggering	
  a	
  measurement.	
  A	
  wavelength	
  can	
  be	
  
defined	
  in	
  the	
  selection	
  field	
  for	
  the	
  wavelength.	
  The	
  measurement	
  can	
  be	
  started	
  via	
  the	
  "read"	
  button,	
  as	
  well	
  
as	
  the	
  measured	
  value	
  read	
  back	
  and	
  displayed.	
  

	
  

	
  

Power	
  meter	
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4. Virtual	
  Interface	
  
Using	
  the	
  commands	
  below,	
  the	
  tool	
  monitor	
  can	
  be	
  remote-­‐controlled	
  via	
  the	
  virtual	
  interface	
  of	
  the	
  
TestManager	
  CE.	
  

	
  

Name	
   Meaning	
  

SerialNumber	
   Inquiring	
  and	
  setting	
  the	
  serial	
  number	
  	
  

WaveLength	
   Inquiring	
  and	
  setting	
  the	
  wave	
  length	
  

Power	
   Triggering	
  a	
  measurement	
  and	
  inquiring	
  the	
  measured	
  value	
  

	
  

	
  

	
  	
  


